EXTERIOR — ROOF RACK ET-37 


ROOF RACK 
COMPONENTS 


NO. 2 ROOF RACK BAR JOINT 


CEE Q — ROOF CARRIER CAP 


p SS SSF 


` | 7—— ROOF RACK BAR FRONT 


1.96 to 2.94 (20 to 30, 17 to 26 in.*Ibf) 


N*m (kgf*cm, ft.*Ibf) |: Specified torque 


T B127982E02 


ET-38 EXTERIOR — ROOF RACK 


ROOF RACK LEG COVER REAR LH 


ROOF RACK LEG COVER FRONT LH 


38 (387, 28) 


ROOF RACK LEG FRONT LH 


N*m (kgf*cm, ft.*Ibf) |: Specified torque 


2.8 to 5.0 (29 to 51, 25 to 44 in.*Ibf) 


38 (387, 28) 


ROOF RACK ASSEMBLY LH 


ROOF RACK LEG REAR LH 


B127977E01 


EXTERIOR — ROOF RACK ET-39 


REMOVAL 


HINT: 
e Use the same procedures for the RH side and LH side. 
e The procedures listed below are for the LH side. 


1. REMOVE ROOF RACK SUPPORT SUB-ASSEMBLY 


B CENTER 
= ee (a) Remove the 4 roof carrier caps and roof rack 
eA 


support center. 


T B127983 


2. REMOVE ROOF RACK BAR FRONT 
(a) Remove the 4 screws and roof rack bar. 


E B135286 


3. REMOVE ROOF RACK LEG COVER FRONT LH 
(a) Remove the leg cover. 
(1) Using a screwdriver, detach the 4 claws. 
HINT: 


e Tape the screwdriver tip before use. 


A) (2) Detach the rib from the bar. 
PAA nh 


T B127978E02 


4. REMOVE ROOF RACK LEG COVER REAR LH 
(a) Remove the leg cover. 
(1) Using a screwdriver, detach the 4 claws. 
HINT: 
Tape the screwdriver tip before use. 
(2) Detach the rib from the bar. 


T B127979E01 


B127980 


B127981 


B127980 


T B134713E01 


5. 


EXTERIOR — ROOF RACK 


REMOVE ROOF RACK ASSEMBLY LH 
Remove the 4 bolts and the roof rack. 


REMOVE ROOF RACK LEG FRONT LH 
(a) Remove the 2 screws and roof rack leg front. 
(b) Remove the leg cushion front. 


REMOVE ROOF RACK LEG REAR LH 
(a) Remove the 2 screws and roof rack leg rear. 
(b) Remove the leg cushion rear. 


INSTALLATION 


1. 


REPLACE ROOF CARRIER SEAL 
(a) Remove the seals. 
(b) Install new seals as shown in the illustration. 


INSTALL ROOF RACK LEG FRONT LH 
(a) Install the leg cushion front. 
(b) Install the roof rack leg front with the 2 screws. 
Torque: 2.8 to 5.0 N*m (29 to 51 kgf*cm, 25 to 44 
in.*lbf) 


INSTALL ROOF RACK LEG REAR LH 

(a) Install the leg cushion rear. 

(b) Install the roof rack leg rear with the 2 screws. 
Torque: 2.8 to 5.0 N*m (29 to 51 kgf*cm, 25 to 44 

in.*Ibf) 

INSTALL ROOF RACK ASSEMBLY LH 

(a) Install the roof rack with the 4 bolts. 
Torque: 38 N*m (387 kgf*cm, 28 ft.*Ibf) 


INSTALL ROOF RACK LEG COVER REAR LH 
(a) Install the leg cover. 

(1) Attach the rib to the bar. 

(2) Attach the 4 claws. 


EXTERIOR — ROOF RACK ET-41 


6. INSTALL ROOF RACK LEG COVER FRONT LH 
(a) Install the leg cover. 
(1) Attach the rib to the bar. 


(2) Attach the 4 claws. 
Ze 
Gf 


Rib 


B134712E01 


7. INSTALL ROOF RACK BAR FRONT 
(a) Install the roof rack bar with the 4 screws. 


Torque: 1.96 to 2.94 N*m (20 to 30 kgf*cm, 17 to 
26 in.*Ibf) 


T B135286 


8. INSTALL ROOF RACK SUPPORT SUB-ASSEMBLY 


ws CENTER 
i / ea (a) Install the roof rack support center with the 4 roof 


carrier caps. 


T B127983 


